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New Products - IN STOCK

RJ45COUP/5ES

Shielded CAT5e RJ45 Coupler

RJ45COUP/6S

Shielded CAT6 RJ45 Coupler

DRYLINEBOX1G

65”

55”

Dry Line Box - 1 Gang 
(47mm Deep)

DRYLINEBOX2G

Dry Line Box - 2 Gang 
(47mm Deep)

BLANK PLATE

SIGB988

SIGB989

Blanking Plate 
with Fixings - 1 Gang

Signature Series  
Plasma / LCD / LED Hook-on

NOW
In Stock

•	 COMING SOON - Brand New Packaging for 2020! SIGB988 SIGB989
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New Speaker Cable 
IN STOCK

16/2/100/EXT

Samson Exterior Speaker Cable  
2C - 100m, Black

16/4/100/EXT

Samson Exterior Speaker Cable  
4C - 100m, Black

•	 1.5mmsq. Stranded PACW, 2 Cores, PE Insulation,  
Rip Cord, PE Sheath

•	 For the interconnection of control equipment and 
instruments. Designed for outdoor use

•	 EU RoHS Complies 2011/65/EU

•	 1.5mmsq. Stranded PACW, 4 Cores, PE Insulation, 
Rip Cord, PE Sheath

•	 For the interconnection of control equipment and 
instruments. Designed for outdoor use

•	 EU RoHS Complies 2011/65/EU

CONSTRUCTION

Conductor

Material: Plain Annealed Copper Wire

Size: 1.5mmsq

Construction: Stranded (30/0.25mm)

Insu la t ion

Material: PE

Nominal O.D: 2.5mm

Color: 2C - Red, White
4C - Red, White Green, Black

Fi lle r

Material: Rip Cord

Shea th

Materal: PE

Max O.D: 2C - 6.6mm
4C -  7.5mm

Color: Black

Physica l P rope r t ie s

Min. Bend Radius: 2C - 66mm
4C - 75mm

Operating Temperatures: -30oc to 70oc

Ele ct r ica l P rope r t ie s

Max. Conductor DC  
Resistance @ 20oc:

13.3Ω/km

Voltage test: Core to Core: 2.0kV a.c/1min


